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K32     PANEL CUBICLES 
PANEL CUBICLES – UNFRAMED
Product Reference:			‘Minima’ toilet cubicle.

Doors& Divisions:		13mm nominal thickness solid grade laminate (SGL) to 	provide maximum protection against water and vandalism.

Colour:					Colour to be confirmed from standard colour range.

Edge Treatment:			Edges are machined to a smooth profiled finish for safety.

Pilasters:				Slimline extruded aluminium design.

Colour:					Satin anodised.

Headrail:				Extruded aluminium headrail.

Colour:					Satin anodised.

Legs:	Satin anodised aluminium design, fixed through divisions. Adjustable to accommodate uneven floor levels.

Ironmongery/Accessories:	Satin anodised aluminium hinge, adjustable to fall closed, open or ajar.
Satin anodised aluminium DDA compliant lever operated indicator bolt with circular faceplate and emergency release facility.
Satin anodised aluminium channel division fixings.
Stainless Steel coat hook with concealed fixings.

[bookmark: _GoBack]Dimensions:	Overall height 2120mm including 100mm floor clearance, or 2040mm including 20mm floor clearance.

Other requirements:	Where detailed on drawings outward opening doors have been allowed complete with back to back satin anodised aluminium pull handles.
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